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ThermaSmart ® PRO Tube 
Thermal Insulation  by Thermaflex® 

Fully recyclable thermal tube 

insulation  product made of direct  

extruded, closed -cell high quality 

polyolefin foam  

 

 

Benefits 

¶ Condensation free system for life-time installed by qualified insulator  

¶ Consistent performance - Damage free, robust insulation material 

¶ Safety - Excellent fire and smoke behavior 

¶ Fast fabrication of fitting insulation - Welding technique up to ID42mm 

¶ Gain point for Green building program - /ǊŀŘƭŜ ǘƻ /ǊŀŘƭŜ /ŜǊǘƛŦƛŜŘϰ .ǊƻƴȊŜΣ 9t5Σ wƻI{ 

 

Applications 

¶ All HVAC-R systems: Heating, Cooling, Air conditioning and Refrigeration 
 

 

 

 

 

 

Design 
Polyolefin foam 
durable insulation material  
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Dimensional tolerances - Coherent EN 14313 

Density kg/m3 18 - 40 - 

Structure - Fine, closed-cells - 

Color - Anthracite - 

Thermal properties    

Service temperature range ϲ/ -80 to +95 - 

Maximum service temperature ϲ/ +95 EN 14707 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ ²κƳϊY 
лΦлор Ϫ млϲ/ 
лΦлоу Ϫ плϲ/ 

EN ISO 8497 

Fire properties    

SBI classification 
wall thickness 9mm ς 25mm 
wall thickness 30mm 

- 
 
CL-s1,d0 
FL 

EN 13501-1 

British standard - Class 1 BS 476 Part 7 

British standard - Class 0 BS 476 Part 6 

Flammability standard - HF-1 UL94 

Water resistance properties    

Water vapor diffusion ҡ җ 10,000 EN 13469 

Water absorption ƪƎκƳч 0.02 EN 13472 

 

Availability 

¶ Standard product length is 2m (198-204cm) in carton boxes (205x60x40cm)  

¶ Tubes with and / or without an incision (available diameters and item codes - see the price list) 

¶ Lƴ Ŏƻƛƭǎ ǳǇ ǘƻ qну ƳƳ ŀƴŘ ǿŀƭƭ ǘƘƛŎƪƴŜǎǎ с-13 mm (available diameters and item codes - see the price list) 

¶ Pre-fabricated parts (available diameters and item codes - see the price list) 
 

/ŀǊǊƛŜǊ tƛǇŜ q ƳŀȄΦ 
[mm] 

Tube Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ 
/ŀǊǊƛŜǊ tƛǇŜ q  
max. [mm] 

¢ǳōŜ Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ  
Insulation Wall Thickness 
[mm] 

6 7.0-8.5 40 42.0-43.5  6 (5-6.5) 

8 9.0-10.5 42 44.0-46.0  9 (8-10) 

10 11.0-12.5 48 50.0-52.0  13 (12-14) 

12 13.0-14.5 50 52.0-54.0  19 (18-20) 

15 16.0-17.5 54 56.0-58.0  25 (24-26) 

18 19.0-20.5 60 62.0-64.0  30 (29-31) 

20 21.0-22.5 63 65.0-67.5   

22 23.0-24.5 76 77.0-79.5   

25 26.0-27.5 89 91.5-94.5   

28 29.0-30.5 102 105.0-108.0   

32 33.0-35.0 108 111.5-114.0   

35 36.0-38.0 114 117.0-120.0   
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ThermaSmart ®PRO Tube SA  
Thermal Insulation  by Thermaflex® 

Fully recyclable self-adhesive  

thermal tube insulation  product  

made of direct extruded, closed -cell  

high quality polyolefin foam  
 

 

 

Benefits 

¶ Fast and easy installation with self-adhesive layer 

¶ Consistent performance - Damage free, robust insulation material 

¶ Safety - Excellent fire and smoke behavior 

¶ Excellent insulating properties 

¶ Gain point for Green building program with certified ThermaSmart PRO foam insulation - /ǊŀŘƭŜ ǘƻ /ǊŀŘƭŜ /ŜǊǘƛŦƛŜŘϰ 
Bronze, EPD, RoHS 

 

Applications 

¶ Suitable only for sanitary and heating applications 

 

 

 

 

Design 
Self-Adhesive Layer 
fast and professional assembly 
 
 
Polyolefin foam 
robust & high-quality insulation 
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Dimensional tolerances - Coherent EN 14313 

Density kg/m3 18 - 40 - 

Structure - Fine, closed-cells - 

Color - Anthracite - 

Thermal properties    

Maximum service temperature ϲ/ +95 EN 14707 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ ²κƳϊY 
лΦлор Ϫ млϲ/ 
лΦлоу Ϫ плϲ/ 

EN ISO 8497 

Fire properties    

SBI classification - CL-s1,d0 EN 13501-1 

British standard - Class 1 BS 476 Part 7 

British standard - Class 0 BS 476 Part 6 

Flammability standard - HF-1 UL94 

Water resistance properties    

Water absorption ƪƎκƳч 0.02 EN 13472 

Self-Adhesive layer*     

A colorless pressure-sensitive modified acrylic adhesives layer covered with a paper release liner. 

Shelf-life month 12 (15 ς олϲ/ ŀƴŘ wI пл-75%) 

*product warranty of the self-adhesive layer is limited to 1 year, the ThermaSmart®PRO foam insulation warrenty is according our general terms and conditions.   

 

Availability 

¶ Standard product length is 2m (198-204cm) in carton boxes (205x60x40cm), (available diameters and item codes - 
see the price list) 

/ŀǊǊƛŜǊ tƛǇŜ q ƳŀȄΦ 
[mm] 

Tube Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ 
/ŀǊǊƛŜǊ tƛǇŜ q  
max. [mm] 

¢ǳōŜ Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ  
Insulation Wall Thickness 
[mm] 

6 7.0-8.5 35 36.0-38.0  9 (8-10) 

8 9.0-10.5 42 44.0-46.0  13 (12-14) 

12 13.0-14.5 48 50.0-52.0  20 (18-20) 

15 16.0-17.5 54 56.0-58.0   

18 19.0-20.5 57 59.0-61.0   

22 23.0-24.5 60 62,0-64,0   

28 29.0-30.5     
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ThermaSmart ® PRO Sheet  
Thermal Insulation  by Thermaflex® 

Fully recyclable thermal sheet 

insulation  product made of direct  

extruded, closed -cell high quality 

polyolefin foam  

 

 

Benefits 

¶ Condensation free system for life-time installed by qualified insulator  

¶ Consistent performance - damage free, robust insulation material 

¶ Safety - Excellent fire and smoke behavior 

¶ Gain point for Green building program - /ǊŀŘƭŜ ǘƻ /ǊŀŘƭŜ /ŜǊǘƛŦƛŜŘϰ .ǊƻƴȊŜΣ 9t5Σ wƻI{ 

 

Applications 

¶ All HVAC-R systems: Heating, Cooling, Air conditioning and Refrigeration 

 

 

 

 

 

 

 

 

 

 

 

  

Design 
Polyolefin foam 
durable insulation material  
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Dimensional tolerances - Coherent EN 14313 

Density kg/m3 18 - 40 - 

Structure - Fine, closed-cells - 

Color - Anthracite - 

Thermal properties    

Service temperature range ϲ/ -80 to +95 - 

Maximum service temperature ϲ/ +95 EN 14707 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ ²κƳϊY 
лΦлор Ϫ млϲ/ 
лΦлоу Ϫ плϲ/ 

EN 12667 

Fire properties    

SBI classification - B, s2, d0 EN 13501-1 

British standard - Class 1 BS 476 Part 7 

British standard - Class 0 BS 476 Part 6 

Flammability standard - HF-1 UL94 

Water resistance properties    

Water vapor diffusion ҡ җ рΣолл EN 12086 

Water absorption ƪƎκƳч 0.05 EN 1609 

 

Availability 

¶ Standard Rolls, width 1000mm (990-1010mm)  

¶ Short Rolls, width 1000mm (990-1010mm) 

Item Code Wall thickness [mm] Content [m2] Measures 

Rolls, Width = 1000mm* 

3200-007100-004 7.5 (6.0-9.0) 100 1m x 100m roll** 

3200-010100-004 10 (8.5-11.5) 104 1m x 104m roll** 

3200-013100-004 13 (11.0-15.0) 78 1m x 78m roll** 

3200-019100-004 19 (17.0-21.0) 52 1m x 52m roll** 

3200-025100-004 25 (23.0-27.0)  39 1m x 39m roll** 

Short Rolls, Width = 1000mm* 

3200-010100-204 10 (8.5-11.5) 10 1m x 10m roll** 

3200-013100-204 13 (11.0-15.0) 8 1m x 8m roll** 

3200-019100-204 19 (17.0-21.0) 6 1m x 6m roll** 

3200-025100-204 25 (23.0-27.0) 4 1m x 4m roll** 

* laminated sheet 2x500mm 
** roll may consist of 2 pieces with the total roll length as declared in the table with 1 extra meter as compensation. 

 

 

 

 



   

9 
 

 
 

ThermaSmart ® PRO Sheet SA 
Thermal Insulation  by Thermaflex® 

Self-Adhesive thermal sheet 

insulation  product made of direct  

extruded, closed -cell high quality 

polyolefine foam  

 

 

Benefits 

¶ Condensation free system installed by qualified insulator  

¶ Consistent performance - damage free, robust insulation material 

¶ Fast installation due to self-adhesive layer 

¶ Safety - Excellent fire and smoke behavior 

¶ Gain point for Green building program with certified ThermaSmart PRO foam insulation - /ǊŀŘƭŜ ǘƻ /ǊŀŘƭŜ /ŜǊǘƛŦƛŜŘϰ 
Bronze, EPD, RoHS 

 

Applications 

¶ Heating and Air conditioning applications 

 

 

 

 

 

 

 

 

 

 

 

Design 
 
Paper release liner 

effectively protects the insulation 

 
Self-Adhesive Layer  
quick and easy assembly 
 
Polyolefin foam 
durable insulation material  
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Dimensional tolerances - Coherent EN 14313 

Density kg/m3 18 - 40 - 

Structure - Fine, closed-cells - 

Color - Anthracite - 

Thermal properties    

Maximum service temperature ϲ/ +95* EN 14707 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ ²κƳϊY 
лΦлор Ϫ млϲ/ 
лΦлоу Ϫ плϲ/ 

EN 12667 

Fire properties    

SBI classification - B, s2, d0 EN 13501-1 

British standard - Class 1 BS 476 Part 7 

British standard - Class 0 BS 476 Part 6 

Flammability standard - - UL94 

Water resistance properties    

Water vapor diffusion ҡ җ рΣолл EN 13469 

Water absorption ƪƎκƳч 0.05 EN 1609 

Self-Adhesive layer**     

A colorless pressure-sensitive modified acrylic adhesives layer covered with a paper release liner. 

Shelf-life month 12 (15 ς олϲ/ ŀƴŘ wI пл-75%) 

* The adhesion with Self-Adhesive layer was testing accoding our ƛƴǎǘŀƭƭŀǘƛƻƴ Ƴŀƴǳŀƭ ƻƴ ŀ Ŧƭŀǘ ƳŜǘŀƭ ǎǳǊŦŀŎŜ ƛƴ ŀƴ ƻǾŜƴ ŀǘ фрϲ/ ŦƻǊ т ŘŀȅǎΦ 

**product warranty of the self-ŀŘƘŜǎƛǾŜ ƭŀȅŜǊ ƛǎ ƭƛƳƛǘŜŘ ǘƻ м ȅŜŀǊΣ ǘƘŜ ¢ƘŜǊƳŀ{ƳŀǊǘϯtwh ŦƻŀƳ ƛƴǎǳƭŀǘƛƻƴ ǿŀǊǊŜƴǘȅ ƛǎ ŀŎŎƻǊŘƛƴƎ ƻǳǊ ƎŜƴŜǊŀƭ ǘŜǊƳǎ ŀƴŘ ŎƻƴŘƛǘƛƻns.   

 

Availability 

¶ Standard Rolls, width 1000mm (990-1010mm)  

¶ Short Rolls, width 1000mm (990-1010mm) 

Item Code Wall thickness [mm] Content [m2] Measures 

Rolls, Width = 1000mm**  

3200-007100-104 7.5  100 1m x 100m roll*** 

3200-010100-104 10  104 1m x 104m roll***  

3200-013100-104 13  78 1m x 78m roll*** 

3200-019100-104* 19  52 1m x 52m roll*** 

3200-025100-104* 25  39 1m x 39m roll*** 

Short Rolls, Width = 1000mm**  

3200-010100-304 10  10 1m x 10m roll*** 

3200-013100-304 13  8 1m x 8m roll*** 

3200-019100-304* 19  6 1m x 6m roll*** 

3200-025100-304* 25  4 1m x 4m roll*** 

* on request 
** laminated sheet 2x500mm 
*** roll may consist of 2 pieces with the total roll length as declared in the table with 1 extra meter as compensation. 
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ThermaEco FRZ HF Tube  
Thermal Insulation  by Thermaflex® 

Fully recyclable thermal tube 

insulation  product made of direct  

extruded, closed -cell high quality 

polyethylene foam 

 

 

Benefits 

¶ Wide product range and prefabrications 

¶ Consistent performance - Damage free, robust insulation material 

 

Applications 

¶ Domestic heating and plumbing ς energy conservation 

 

 

 

 

 

 

 

 

 

 

 

 

 

Design 
 
Polyethylene foam 
durable insulation material  
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Dimensional tolerances - Coherent EN 14313 

Density kg/m3 25 - 36 - 

Structure - Fine, closed-cells - 

Color - grey - 

Thermal properties    

Service temperature range ϲ/ -80 to +95 - 

Maximum service temperature ϲ/ +95 EN 14707 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ ²κƳϊY 
лΦлоу Ϫ нлϲ/ 
лΦлпл Ϫ плϲ/ 

EN ISO 8497 

Fire properties    

SBI classification - EL EN 13501-1 

Water resistance properties    

Water absorption - WS 005 EN 13472 

 

Availability 

¶ Standard product length is 2m (198-204cm) in carton boxes (205x60x40cm)  

¶ Product versions: pre-slit (available diameters and item codes - see the price list) 

¶ Pre-fabricated parts (available diameters and item codes - see the price list) 

/ŀǊǊƛŜǊ tƛǇŜ q ƳŀȄΦ 
[mm] 

¢ǳōŜ Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ 
/ŀǊǊƛŜǊ tƛǇŜ q  
max. [mm] 

¢ǳōŜ Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ  
Insulation Wall Thickness 
[mm] 

10 11.0-12.5 42 44.0-46.0  6 (5-6.5) 

12 13.5-14.5 48-50 51.0-52.5  9 (8-10) 

15-16 16.5-17.5 54 56.0-58.0  13 (12-14) 

18 19.5-20.5 57 59.0-61.0  20 (19-21) 

20-21 21.5-23.0 60 62.0-64.0  25 (26-28) d10+15 

22 23.5-24.5 63 64.0-67.0  25 (25-27) d18-22 

25 26.0-28.0 70 72.5-74.0  25 (24-26) >d22 

27 28.0-29.5 75-76 78.5-80.5  30 (29-31) 

28 29.5-31.0 89-90 91.5-93.5   

35-34 34.5-36.0 102 105.0-107.0   

35 37.0-38.5 108 111.0-113.0   

40 42.0-44.0 114 117.0-119.0   
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ThermaEco FRZ Sheet  
Thermal Insulation  (cross-linked PE) 

Thermal sheet insulation product  

made of closed-cell polyethylene  

foam.  Standard and Self-adhesive  

version available. 

 

 

Benefits 

¶ Universal application  

¶ Damage free, robust insulation material 

 

 

Applications 

¶ For the protection of flat surfaces, pipes with large diameters, round and square air ducts 

¶ For tanks, valves, elbows, etc., in sanitary and heating systems 

 

 

 

 

 

 

 

 
 

Design 
Polyolefin foam 
durable insulation material  
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Density kg/m3 олҕр ISO 845 

Structure - Fine, closed-cells - 

Color - grey - 

Thermal properties    

Service temperature range ϲ/ -45 to +85 - 

Maximum service temperature ϲ/ +85 - 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ ²κƳϊY 
лΦлосп Ϫ млϲ/ 
лΦлпло Ϫ плϲ/ 

EN 12667 

Fire properties    

SBI classification - F EN 13501-1 

Water resistance properties    

Water absorption: 7 days Vol. % нΣр MSZ EN 12087:1999 

Self-Adhesive layer    

A colorless pressure-sensitive modified acrylic adhesives layer covered with a paper release liner. 

Shelf-life month 12 (15 ς олϲ/ ŀƴŘ wI пл-75%) 

The adhesion with Self-Adhesive layer was testing accoding our installation manual on a flat metal surface in an oven at max. service temperature for 7 days 

 

 

Availability 

¶ Standard Rolls, width 1000mm 

¶ Self-adhesive version available 

Item Code Wall thickness [mm] Content [m2] Measures 

Standard Rolls, Width = 1000mm 

3299-005100-000 5 (4.4-5.6) 200 1m x 200m roll 

3299-010100-000 10 (9.0-11.0) 70 1m x 70m roll 

3299-013100-000 13 (11.7-14.3) 60 1m x 60m roll 

3299-020100-000 20 (18,0-22.0) 35 1m x 35m roll 

3299-025100-000 25 (22.5-27.5)  30 1m x 30m roll 

3299-030100-000 30 (27.0-33.0) 25 1m x 25m roll 

Rolls with self-adhesive layer, Width = 1000mm 

3299-005100-100 5 (4.4-5.6) 200 1m x 200m roll SA 

3299-010100-100 10 (9.0-11.0) 70 1m x 70m roll SA 

3299-013100-100 13 (11.7-14.3) 60 1m x 60m roll SA 

3299-020100-100 20 (18,0-22.0) 35 1m x 35m roll SA 

3299-025100-100 25 (22.5-27.5)  30 1m x 30m roll SA 

3299-030100-100 30 (27.0-33.0) 25 1m x 25m roll SA 
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ThermaEco ZZ Tube  
Thermal Insulation  by Thermaflex® 

Fully recyclable thermal tube  

insulation product made of direct  

extruded, closed -cell polyethylene  

foam 

 

 
 

Benefits 

¶ Economically priced insulation 

¶ Consistent performance - Damage free, robust insulation material 

 

Applications 

¶ Domestic heating and plumbing ς energy conservation 

 

 

  

 

 

Design 
 
Polyethylene  foam 
durable insulation material  
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Technical Properties 

Properties Units SI Values Testing method 

Physical properties    

Dimensional tolerances 
 
 

Coherent EN 14313 

Density (foam) kg/m3 18-25 - 

Foam structure - Closed-cells - 

Color - grey - 

Thermal properties    

Maximum service temperature ϲ/ +95 EN 14707 

¢ƘŜǊƳŀƭ ŎƻƴŘǳŎǘƛǾƛǘȅ ό˂ύ W/mϊK 
0.040 @ нлϲ/ 
лΦлпн Ϫ плϲ/ 

EN ISO 8497 

Fire properties    

SBI classification - EL EN 13501-1 

Water resistance properties    

Water absorption - 0.05 EN 13472 

 

Availability 

¶ Standard product length is 2m (198-204cm) in carton boxes (205x60x40cm) 

¶ Product versions: pre-slit 

/ŀǊǊƛŜǊ tƛǇŜ q ƳŀȄΦ 
[mm] 

¢ǳōŜ Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ 
/ŀǊǊƛŜǊ tƛǇŜ q  
max. [mm] 

¢ǳōŜ Lƴǎǳƭŀǘƛƻƴ q ώƳƳϐ  
Insulation Wall Thickness 
[mm] 

10 11.0-12.5 48-50 50.0-52.0  6 (5.5-7.0) 

12 13.0-14.5 54 56.0-58.0  9 (8.5-10.0) 

15 16.0-17.5 57 59.0-61.0  13 (12.0-13.5) 

18 19.0-20.5 60 62.0-64.0  19 (18.0-20.0) 

20 21.0-22.5 63 65.0-67.0  20 (19.0-20.5) 

22 23.0-24.5 70 72.0-74.0  25 (24.0-25.5) 

25 26.0-27.5 75-76 77.0-79.5  30 (29.0-30.5) 

28 29.0-31.0 89-90 91.5-93.5   

32-34 33.0-35.0 102 105.0-107.0   

35 36.0-38.0 108 111.0-113.0   

42 44.0-46.0 114 117.0-119.0   

Range of diameters and thicknesses determined individually based on the client's needs 
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Ultra M Tube  
Thermal Insulation  by Thermaflex® 

Thermal tube insulation  product  

made of cross-linked polyethylene  

foam with polymer coating and  

quick zipper  
 

 

 

Benefits 

¶ Quick and easy installation 

¶ Unique aesthetic appearance 

¶ Easy cleaning due to embossed skin 

 

Applications 

¶ Heating, hot and cold-water transport 

 

 

 

 

 

Design 
Strong polymer coating with zipper 
protection of insulation and easy assembly 
 
 
 
Polyethylene foam 
durable insulation material  

 

 


